
MONO  MODULE
60 CELL PERC 
300W, 305W, 310W
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Q U A L I T Y

T R U E  V A L U E

R E L I A B I L I T Y

Buy American and Reduce Your Carbon Footprint

Better Temperature Coefficient

Excellent temperature coefficient gives 
higher yield in the long term

Low-light Performance

Outstanding performance in weak-light 
conditions

PID Free

Excellent PID resistance

Positive Tolerance

Positive tight power tolerance of +5W

Quality Assurance

Double stage 100% EL inspection 
warranting defect-free products, with 
8 high tech cameras to zoom in for a 
closer examination

Durability And Weather Resistance

   • Severe salt mist, ammonia & blown  
      sand resistance for seaside, farm     
      and desert environments.
  • Certified for high snow(5400 pa) 
     and wind (2400 pa) loads
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Mono Module
60 CELL 300W, 305W, 310W
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SunSpark: DNV GL PVEL Others: IEC 61215  
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GTM PV MODULE RELIABILITY SCORECARD
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Mechanical Data Characteristics
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2- 0.16in
Grounding Hole

8- 0.35*0.55in
Installing Hole

8-0.31*0.12
Vent Hole

4-0.3*0.3/2
Drain Hole
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60 CEL

��������	


�
����������

������� 	


	
����
���

��������	


8- 0
Insta


